
PLUSKOLL EK 10
Adhesive in powder for ceramic tiles 

on floors and walls.
Very good adhesiveness, easy to use,
non toxic and very good workability

CHARACTERISTICS  PLUSKOLL EK 10

PLUSKOLL EK 10 is a white or grey powder composed of cement, inert of selected granulometry, and 
special additives for ceramic tiles  on floors and walls, on traditional cement mortar and cement surface.

APPLICATIONS

PLUSKOLL EK 10 is adapted to fix ceramic tiles on floors and walls.

PREPARING THE MIX

PLUSKOLL EK 10 must be mixed with clean water to obtain an homogenous paste free lump. After a few 
minutes of resting, it must be re-mixed and the paste is then ready for use. The quantity of water to be used is 
22-24 parts per 100 parts (by weight) equal to 5- 5,5 litres of water for 20 kg. of PLUSKOLL EK 10. The mix, 
produced in this way, is workable for at least 6 hours.

PLUSKOLL EK 10 is applied with a notched trowel  the substrate. Choose a trowel that will give a 
coverage to the back of the tiles of at least 65-70% for walls or for internal light foot traffic. First apply a thin 
coat of PLUSKOLL EK 10 using the smooth side of the and immediately afterwards apply the desired 
thickness of PLUSKOLL EK 10 using the toothed side of the trowel. The tiles must be installed in the normal 
way, placing them firmly to ensure good contact with the adhesive. The open time of PLUSKOLL EK 10 in 
normal conditions of temperature and humidity, is 15 minutes; unfavourable environmental conditions 
(strong sunlight, drying wind, high temperature as well as a very absorbent substrate), could drastically 
reduce this time to a few minutes. Therefore one must constantly check that the adhesive has not formed a 
superficial skin and is still “fresh”; where there is a formation of a superficial skin the adhesive must be re-
applied with the notched trowel. Wetting the adhesive after it has produced the skin is not recommended 
because the water forms an anti-adhesive film instead of dissolving it. For better adhesion we recommend 
spreading the adhesive on the back of the tile (back-buttering) in order to ensure a complete coverage. The 
adjustability of the tiles must be carried out within 20 minutes after installation.
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CONSUMPTION

Small size tiles in general approx 2,5 kg/m², normal size tiles 3-3,5kg/m².

PACKAGING

PLUSKOLL EK 10 is packed in paper bags of 20 kg or 25 kg.

PREPARING THE SUBSTRATE

The substrates must be cured, mechanically strong, free of loose particles of :grease, oil, paint, wax and 
sufficiently dry. Cement substrates must not be subject to shrinkage after tile installation.

CLEANING

Tools and hands can be cleaned with water, and surface of tiles with a damp cloth; water should only be 
used in moderate quantities and after a few hours.
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APPLYING THE MIX



STORAGE

8 months in a normal storage environment and original packaging.

RECOMMENDATIONS

Group
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MADE IN ITALY

Consistency: White or Grey Powder

6 lt. Approx. of water each bag

30 minutes

6 hours approx.

After 24 hours

After 6-8 hours

After 48 hours

Mix Ratio:

Open time:

Pot life:

Floor grouting:

Wall grouting:

Walk-ability:

O

TECHNICAL DATA (+ 23°C and 50% U.R.)

These values refer to laboratory conditions specified in the regulations in force (temperature: 23 + 2°C and relative humidity: 50 + 5 %).
Different conditions will vary the final results.
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Do not use PLUSKOLL EK 10 in the following cases:

- On wooden substrate.
- On gypsum board or light weight concrete walls.
- On metal, rubber, PVC and linoleum surface.
- For the installation of glass mosaics and gres porcellanato.
- For the installation of tiles that require an adhesive thickness greater than 5 mm.
- With large size tile.

- On heated or existing floors.
- For marble or natural stone.

- At temperature below +5°C and higher than 40°C.

WARNING
Although the technical details and recommendations contained in this product report correspond to the best 
of our knowledge and experience, all the above information must, in every case, be taken as merely 
indicative and subject to confirmation after long-term practical applications: for this reason, anyone who 
intends to use the product must ensure beforehand that it is suitable for the envisioned application: in every 
case, the user alone is fully responsible for any consequences derived from the use of the product.

- On pre-cast concrete or floors subject to heavy traffic impact and abrasion.

- In cases where the surface needs to set quickly for light traffic.
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